
	
	
	

SOUNDWELL	TECH	SPECS	
SOUND:	
FOH	Console:	Midas	Pro2C	with	Midas	DL	251	Stage	Box	
FOH	System:	4	per	side	–	JBL	VRX932LAP	Line	Array	1,750	Watt	
Monitors:	6	EAW	LA215	Stage	Monitors	(Controlled	from	FOH)	
Subs:	2	JBL	SRX	728S	Dual	18s	+	2	JBL	SRX47	Dual	15s	
Processing	/	Amps:	All	Dyna-cord	L3600FD	
	
BACKLINE:	
Cables/Mic	Stands	
9x	Sure	SM57		
9X	SM58		
Sennheiser	Drum	Mics:	2x	614,	1x	902,	3x	604,	1x	Beta91A	
2x	Sure	SM58	Wireless	Mic	
	
STAGE:	
26.6’W	X	20’D	X	28”H	
10’	Upstage	Trim	
12’	Downstage	Trim	
Case	Storage	Behind	
	
LIGHTING:	
4x	Slim	Par	Tri	7	
8x	Showgear	Sharpy	
4x	Chauvet	Intimidators	250	Spots	
2x	Showgear	2.0	LED	Wash	
4x	Chauvet	Intimidators	LED	Scanner	
1x	Ultratec	Radiance	Hazer	
12x	Hex	Par	Chavuet	
4x	FocusSpot	3Z	Mover	
2x	Elation	Snipers	7r	
8x	FX	Pars	Chauvet	
Console:	Martin	M	Touch/M	Play	
	
POWER:	
12x	circuits	20	AMPs	–	Single	Phase	
	
Greenroom:	
Private	Green	Room:	Couches,	Refrigerator,	Microwave,	Shower,	Private	Bathroom,	
Stage	and	Bath	Towels	Upon	Request	
Production	Office	Available	
Wifi:	Network:	Soundwell	-	Password:	godfather2	


